
Backlit LED Traffic Controller
BLB77R-270 X-RAY IN USE

ILLUMINATION SOURCE
Super bright, wide viewing angle LEDs
Messages "blankout" when turned off eliminating confusion
Long life; Up to 100,000+ hours

ELECTRICAL
120V AC; Optional voltages 12V DC, 24V DC, 240V AC, 277V AC
1backlit board, 0.12 amps maximum

CONSTRUCTION
Cabinet - Slim line single piece extruded aluminum housing 3" deep
Back Plate - 0.050" aluminum with two 7/8" diameter knockouts for electrical connections
and four 3/8" knockouts for wall mounting
Face Material - Impact resistant tinted polycarbonate

FINISH
Cabinet - Standard Duranodic Bronze
Custom finish colors available upon request

INSTALLATION
Standard Wall Mount: Lift 'n Shift wall mounted back plate bolts to wall surface; unit hinges
on back plate allowing easy electrical connection without holding sign. Back is secured to
cabinet frame using two screws to complete installation.

OPTIONS
Ceiling Mount Bracket

Projection Mount Bracket

Dual Angle Mount Bracket

Projection Double Post Mount _____ Length

Single Post Mount _____ Length

Double Post Mount _____ Length

Recessed Frame Mount

Base Plates _____ Qty

550 Wall Mount Bracket _____ Qty

Custom Paint ________________

RF Remote

Flasher Unit _____ FLS _____ FLA

Photo Electric Sensor

Piezo Buzzer

Flashing Beacon _____ Qty

Switches  _____ Gang  _____ Qty

Available in 1, 2, 3, 4, 5, 6, 7, 8, 9 gang

Directional Signals
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Product View NOTE: Sign image may not exactly represent the finished product. For illustration purposes only.

MODEL NUMBER
BLB77R-270

CABINET DIMENSIONS
7" H x 7" L x 3" D

LIGHT SOURCE
Backlit LED Matrix Circuit Board

MESSAGE
X-RAY IN USE

COLOR
Red

CHARACTER HEIGHT
1.125"

Optional Mounting Methods

Optional Switches and Switchplates
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