.. ] . A4 \ )
DlreCt-VIeW LE D Trafflc COHtI’O' |€I" PrOd UCt VIeW NOTE: Sign image may not exactly represent the finished product. For illustration purposes only.
TCL4830BRBBGB-C924
PRODUCT NUMBER
13094 UL (2) routed windows measuring 10"H x 25"W
CABINET DIMENSIONS C\° us
48"Hx30"Wx5.5"D
ILLUMINATION SOURCE
Super bright, wide viewing angle LEDs
Available in green, red, blue, amber, and white LEDs
Messages "blankout" when turned off, eliminating confusion
Long life, solid state lighting
ELECTRICAL
Integrated solid state power supply
Standard Voltage: 120 VAC, Optional Voltages: 9-36 V, 240 VAC, 277 VAC
Maximum amps per lighted message (at 120 V) shown in the table below
UL/CUL approved for wet locations
CONSTRUCTION
Faces: Single Faced Sign
Extrusion (TCL): Mitered 5.5" deep corrosion resistant housing with
integrated hinged panel.
Face Material: Impact Resistant, smoked tinted Polycarbonate 1/8" thick. P
FINISH
Standard Cabinet Color: Duranodic Bronze &
Custom colors available upon request
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( MESSAGE COLOR _[HEIGHT | AMPS )
Left Arrow | Blue Oval Difused LED | 3.125" | 0.01 B
ATTENDANT ON DUTY| RedWideAngleOval | 2.25" | 0.04
Right Arrow | lueOval Difused LED | 3.125" | 0.01
Left Arrow | Blue Oval Difiused LED | 3.125" | 0.01
AUTOMATED LANE | Gregn Wide Angle Oval | 2.25" | 0.06
Right Arrow | Blue Oval Difused LED | 3.125" | 0.01 Z j ‘i
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