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TCL3830BGRG-C942 Hinged
ron
PRODUCT NUMBER Panel
13155 “I.
CABINET DIMENSIONS C\° Us
38"Hx30"Wx5.5"D
ILLUMINATION SOURCE

Super bright, wide viewing angle LEDs

Available in green, red, blue, amber, and white LEDs
Messages "blankout" when turned off, eliminating confusion
Long life, solid state lighting

ELECTRICAL

Integrated solid state power supply

Standard Voltage: 120 VAC, Optional Voltages: 9-36 V, 240 VAC, 277 VAC
Maximum amps per lighted message (at 120 V) shown in the table below
UL/CUL approved for wet locations

CONSTRUCTION

Faces: Single Faced Sign

Extrusion (TCL): Mitered 5.5" deep corrosion resistant housing with
integrated hinged panel.

Face Material: Impact Resistant, smoked tinted Polycarbonate 1/8" thick.

FINISH

Standard Cabinet Color: Duranodic Bronze
Custom colors available upon request
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RMH SHUTTLE | Blue OvalDifused Led | 3.0" | 0.09 e
LOT 3| BueOvalDiftsedled | 3.0" | 0.03 . - N 4..j
OPEN W/ UP ARROW | Gren WieAnge Ol | 3.0 | 0.04 | | 172
CLOSED | RedWideAngeOvdl | 3.0" | 0.05 = = =
SHUTTLE W/ LEFT ARROW | Green WideAngle Ovel |  3.0" | 0.07
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