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on the reverse side.
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Cel I I ng M Ou nt P rOd u ct V|ew NOTE: Sign image may not exactly represent the finished product. For illustration purposes only.
PRODUCT NUMBER Front View Side View
1961
Customers existing canopy
DIMENSIONS T =
4"Hx12"Wx2"D T 4
INSTALLATION METHOD Al sign
Bolted to ceiling surface with appropriate fasteners. heights
SYSTEM USES A
Available for all 12" wide signs. Use for al signs 12" long
CONSTRUCTION
1/8” thick extruded aluminum angle bracket
FlNlSH Back View
Standard Cabinet Color: Duranodic Bronze
Custom colors available upon request
Ceiling Mount-Typical
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Ceiling Mount Canopy
Side View
* Remove the back panel.
+ Mount the ceiling bracket to the desired surface (Fasteners Not Supplied). Fastener —
+ Mount the back panel to the ceiling bracket (Fasteners Not Supplied). (Not Supplied) N
Ceiling
\_ ) Note: Make appropriate wiring connections per local codes. Bracket
Note: Do not over tighten or distort back panel. Hang the Cabinet
binet on the top edge of the back panel
(. N\ “
Signal-Tech . . . Back Panel
4985 Pittsburgh Ave. * Hinge cabinet back and replace the screws that were removed in step one (Mgumegio Bracke!)

~\

J

Copyright (C) 2012 Signal-Tech

REV 0| 10122009 | KM

Version 1 (2009-11-25 11:11:37)



