Super bright, wide viewing angle LEDs
Light Engines available in Green, Red, Blue, and Amber LEDs
Long life; Up to 100,000+hours

ELECTRICAL

Solid state

Low power requirements (9.6 Watts each)

120 VAC Standard

Other voltages available upon request 12 VDC, 24 VDC
Heavy-duty copper medium screw in base

CONSTRUCTION
Housing - injection molded polycarbonate
Dome Material - Impact resistant optically clear polycarbonate

FINISH

Standard Color: White

INSTALLATION

Standard medium base screw in socket
Direct replacement for incandescent light bulbs
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Signal-Tech

4985 Pittsburgh Ave.

Erie, PA 16509

Phone: (877) 547-9900

Fax: (814) 835-2300

Email: sales@signal-tech.com

\Website: www.signal-tech.com Proudly Made inthe USA
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PRODUCT NUMBER
2805
DIMENSIONS Back View
3.875"H x 3.875" Wx 2.875"D
ILLUMINATION SOURCE Signal-Tech

Available Colors

Optically clear
polycarbonate dome

Copper medium / o

socket screw in base
/ Front View
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Super bright
Wide angle LED's
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Side View
100,000-Hour Life Expectancy

DIMA
1.00"

DIMB
0.75"

DIMC
1.00"

DIMD
3.25"

DIME
1.00"

DIMF
3.50"

DIM G
3.875"

LED Light Engine Dimesions
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