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Backlit Neon Traffic Controller
TC742DWW-759
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PRODUCT NUMBER

CABINET DIMENSIONS
T"Hx42"Wx7"D

ILLUMINATION SOURCE

Backlit neon grid

Available in white, green, red, blue and yellow

Messages "blankout" when turned off, eliminating confusion
Long life, up to 50,000+ hours

ELECTRICAL

Integrated core and coil transformer(s)

Standard Voltage: 120 VAC, Optional Voltage: 277 VAC

Maximum amps per lighted message (at 120 V) shown in the table below

CONSTRUCTION

Faces:
Message Panel Material: Milk white acrylic 1/8" thick.

Vinyl Style: Vinyl is applied in a reverse stencil cut style

Vinyl Color: Applied vinyl color is black

Extrusions (TC): Continuous, corrosion resistant, aluminum housing 7"
deep with hinged faces

Face Material:

Double Faced Sign

FINISH

Standard Cabinet Color: Duranodic Bronze
Custom colors available upon request
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(" MESSAGE | COLOR _[HEIGHT | AMPS )
ELEVATORS w/SymboIs| White | 35" | 1.00
ELEVATORS w/ Symbols| ~ White 35" | 1.00
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Directional Signals

(Product View

NOTE: Sign image may not exactly represent the finished product. For illustration purposes only.
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